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Give your waste potential! 

OUR KEY FIGURES

OUR 4 MAIN ACTIVITIES

In-house  
design office

Research and 
Development

Layout plans

Specific 
arrangements

DESIGN

Own production plant 
for our rotary  
compactors

Machinery 
reconditioning

Quality monitoring and 
control procedures

MANUFACTURING

On-site audit

Sale and rental

Distribution: screw 
compactors, balers  

and more

International

MARKETING

Installation

Training

Maintenance

Troubleshooting

Hotline

SERVICE

 45 
EMPLOYEES

 25 
YEARS OF EXPERIENCE

 1100 
MACHINES UNDER MAINTENANCE 

 800 
RENTED MACHINES 

 10,000 
INSTALLED MACHINES

 10 
EXPORT PARTNERS

++

++

+

+

OUR VALPAK ROTARY COMPACTORS ARE DESIGNED IN FRANCE.
95% FRENCH, 5% EUROPEAN COMPONENTS.

Active in environmental protection for over 25 years.
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COMPACTING: A MEANINGFUL SOLUTION

Honouring the “Polluter pays” principle

Since 1975, any company generating waste has been 
required to organise its collection, transport and treatment.

In 2020, the AGEC law (Anti-Waste Law for a Circular 
Economy) came into effect and continues to intensify,  
with the "9 stream" decree of 2025:
All waste must be directed back into a recycling chain to 
be turned back into raw material (e.g. paper, cardboard, 
plastic, wood, etc.) 

Easy savings!

With an Alterval compactor, you get:
	✓ Lower waste handling costs,
	✓ Daily time savings for employees, 
	✓ Compacted waste = less volume, 
	✓ Less volume = reduced transport, 
	✓ Reduced transport = fewer bills.

Not to mention the hidden costs! 

A strong commitment to the environment 

An Alterval compactor makes it easier to sort and reduce 
your non-hazardous industrial waste (often buried or 
incinerated) and to benefit from other CSR advantages:

	✓ Engagement in our environmental efforts:  
One compactor installed = One tree planted 

	✓ Investment in equipment designed in France
	✓ Substantial reduction in your CO² emissions

Information at your fingertips!

Scan our QR codes to access detailed product data 
sheets and demonstration videos. 

QR codes are clickable for the digital version  

Follow us live!

Machines designed for users

Our machines improve your productivity while improving 
operator comfort: 

	✓ Fewer repetitive movements 
	✓ Secure, ergonomic workstation 
	✓ Layouts adapted to your requirements 
	✓ Fewer risk factors linked to MSDs

Give your waste potential! 

https://www.youtube.com/@altervalfrance2123
https://fr.linkedin.com/company/alterval
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VALPAK®  
rotary compactor 

User Guide

3. Rotary head 
compaction

2. Load cardboard 
without folding1. Fit the cover 

4. Extract the bale 

Made in France 

VideoProduct data sheet 

TECHNICAL DATA
400 V three-phase
Type D curve

Spray: water tank or 
supplied direct via 
solenoid valve.

1200 KGKGKGKG

The Alterval Advantage

3.5 m² footprint: ideal for installation  
at the point of waste production

Continuous loading 
A light indicates when the bale is full

Protection against MSDs 
(less handling)

Silent machine: <65 decibels

Waste is compacted into specially 
designed covers

Improved handling efficiency
No need to fold or flatten waste

Automatic start-up  
via a photoelectric cell

Patented system
Jams are handled automatically without 
operator intervention

2.50 X 1.40 X 2.40 m 
in operation
Transport height 2.40 m
(option 2 m)

https://www.youtube.com/watch?v=kVb-j-ASyMw
https://www.canva.com/design/DAGpfEy-TvY/SDRtsLs_My1w3UCxbEeHIw/view?utm_content=DAGpfEy-TvY&utm_campaign=designshare&utm_medium=link2&utm_source=uniquelinks&utlId=h6d83825648
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A few figures:

What types of waste? 

WHEREVER WASTE IS AN ISSUE

Volume of bale obtained 1.3 m³ 

Semi-trailer: max 40 bales

30 m³ skip: max. 16 bales

Formed cardboard

Avg. weight of 
bales obtained

Configuration

Waste Stretch/shrink 
 plastic film Wooden crates

450 kg 250 kg 300 kg

Adaptable configuration

Tetra Pak

Cardboard

Polystyrene

Plastic

Cores

Crates Glassine

Paper

Big bags

Rock wool
Glass wool 

INDUSTRY LOGISTICS DISTRIBUTION AGRI-FOOD PHARMACEUTICAL
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TECHNICAL DATA

VALPAK® BAC 
rotary compactor

Reduced internal rotations:   
1 compacted bin = 17 non-compacted bins

Weight of compacted bin: 185 kg net max. 
(depending on type of waste) 

VideoProduct data sheet 

User Guide

Reinforced 1000 L bin with forklift pockets

400 V  
three-phase 
Type D curve

Spray: water tank  
or supplied direct  
via solenoid valve.1300 KGKGKGKG

4 m² footprint: ideal for installation  
at the point of waste production

Continuous loading. 
A light indicates when the bin is full

Silent machine: <65 decibels

Improved handling efficiency: 
No need to fold or flatten waste

Automatic start-up 
via a photoelectric cell

Made in France 

The Alterval Advantage

Patented system
Jams are handled automatically without 
operator intervention.

2. Install the Alterval 
 reinforced bin 1. Open doors

3. Load cardboard  
without folding

4. Rotary head  
compaction

2.59 X 1.55 X 2.80 m 
in operation
Transport height 2.4 m
(option 2.2 m)

https://www.youtube.com/watch?v=x6eTcpCgFJc
https://www.canva.com/design/DAGt-6luGpY/GyKv_i_b8NsAGI6Q2kSMtQ/view?utm_content=DAGt-6luGpY&utm_campaign=designshare&utm_medium=link2&utm_source=uniquelinks&utlId=hc185698ded
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VALPAK®, VALPAK® BAC compactor
FULLY ADAPTABLE EQUIPMENT!

Shredder

For flat cardboard

Conformer

Facilitates bale unloading

1.60 m foldable hopper

Ergonomic and perfect for small spaces

Central - 30° or oil cooler 

In specific environments

Square sealed roof 

Limits dust

Remote column

Small spaces

Weighing

For weighing bales

Self-supporting conveyor

Facilitates loading
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Rotary compactor
INSTALLATIONS

Custom layouts are available for the Valpak® and Valpak BAC®

Stainless steel compactor to 
withstand intensive cleaning 
and resist corrosion. 

Loading on 3 levels, the waste 
falls into the compactor via  
a chute.

Finland
Ready-made meal manufacturer

France
Sports equipment manufacturer 

France 
Thin insulation manufacturer 

Waste transported outside the 
building via an aeraulic system.

Automatic loading via  
a robotic arm.

Germany
Cosmetics distributor
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Our design office supports projects from design to final completion, transforming 
each machine into a unique solution thanks to a wide range of customisation options. 

France 
Hypermarket logistics base

France 
Open-air market manager

High automated cardboard 
processing rate. 

France 
Decorating equipment 
logistics specialist

Layout for shredding 
oversized flat advertising 
cardboard (POS).

France
Children’s ready-to-wear fashion

The operator can empty small 
cardboard boxes from the bins 
using the tipper

A secure Valpak® in a 10-foot 
mobile container. 

Design: a proactive design office
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Screw compactor

OPERATING PRINCIPLE

The screw conveyor, driven by a gear  
motor, shreds and conveys the waste to the  
compaction box.

An automatic clearing system ensures a smooth 
supply of waste ahead of the screw conveyor to 
avoid jamming or bridging issues.

Silent machine: <65 decibels

4.5 m² footprint

Continuous loading

Reduced transport:   
8-tonne box of cardboard

Manual loading via tipper, conveyor, 
chute, from ground or dock

Wide 1500 x 1500 mm loading hopper

One universal adaptor plate for all boxes

TECHNICAL DATA
400 V three-phase + earth

2.5 tonnes  
(handling trolley: minimum 4 tonnes)

2 types of screw compactor:
11 kW (manual loading only) 
22 kW (tipper loading)

KGKGKG

Box removal by ampliroll truck only

VideoProduct data sheet 

User Guide

Compaction box

Screw compactor

Replacement with an empty box

https://www.youtube.com/watch?v=CL_RXfel_PE&t=82s
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What types of waste?

The screw compactor also makes it possible to compact other types of waste such as cores, hard brittle plastic, 
coffee capsules, paper and sawdust thanks to a special seal. 

After compaction, a 30 m³ box can weigh up to 8 tonnes,  
which is 3 times more than with a hydraulic compactor with cylinders.

EMPTYING THE BOX
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COMPACTEUR A VIS

Example of screw compactor with front hopper + 30 m3 boxDimensions of the screw compactor only 

CARDBOARD SCREW COMPACTOR

This screw compactor is designed for formed 
cardboard up to 1200 X 1200 mm pallet box format.

An additional screw flight conveys the cardboard 
towards the screw equipped with reinforced 
spikes.

PLASTIC SCREW COMPACTOR

Screw flight

Reinforced  
spikes 

This screw compactor is designed for both  
flexible and long plastics.

22 kW only for loading via bin inverter.
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Screw compactor
INSTALLATIONS
Whether loading via the dock, by conveyor, by tipper, from the ground...
ALTERVAL can adapt the configuration of each screw compactor.

Packaging manufacturer

Tipper loading Manual loadingTrolley loading

Children’s ready-to-wear 
fashionLogistics

Cardboard
Cardboard and  
non-hazardous  
industrial waste

Plastic



1313

Our Technical Service combines rapid intervention and expertise to perform 
installation, maintenance and safety checks on each machine to guarantee  
optimal durability. 

After Sales team: An international presence

Aeraulic transfer

Logistics warehouse PapermakingHardware 

Cardboard

Bypass system Internal conveyor loading

PaperCardboard



14

ADVANTAGES 

Designed for low speeds, the vertical baler works with manual 
loading and adapts perfectly to low waste volumes. The bales 
obtained are secured with banding. Unloading is manual or 
automatic depending on the model. 

ADVANTAGES 

BIN COMPACTORS are designed for 
businesses. They are designed to 
reduce the frequency of household and 
recyclable waste collections, thereby 
reducing the number of bins required and 
optimising storage space. A plate lifts 
the bin off the ground during compaction 
to take the weight off the bin’s wheels.

Baler
VERTICAL BALER

BIN COMPACTOR

ALTER 75 ALTER 150 ALTER 300 ALTER 500

400 V  
(three-phase without neutral)

4 kW 16A

400 V  
(three-phase without neutral)

4 kW 16A

220-240 V 
Single-phase

1.5 kW 6 A

220-240 V 
Single-phase
0.85 kW 13 A

≤ 300 kg

50 sec

≤ 500 kg

50 sec

≤ 180 kg

59 sec

≤ 80 kg

33 secCYCLE TIME

MOTOR 
POWER SUPPLY

BALE WEIGHT

VERTICAL BALER  
NON-EXHAUSTIVE RANGE

What types of waste?

Vidéo

Vidéo

Fiche

Fiche

Household waste

What types of waste?

Cardboard Plastic film Bottles Cans Big bags

TE
CH

N
IC

AL
 D

AT
A

https://www.youtube.com/watch?v=dqJo6AwLAj8
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Data sheet

OPERATING PRINCIPLE  

The balers reduce the volume of waste thanks to 
a cylinder that compacts it to form a banded bale. 

ADVANTAGES

Ideal for sites processing a minimum of 30 tonnes 
of waste per month, with a need for continuous 
and fast loading for large volumes.

Baler 
HORIZONTAL BALER

User Guide

TECHNICAL DATA

Bale weight from 350 kg
COPACEL standard accepted depending on the model

Cardboard capacity: 1-4 tonnes/hourKG

And ÉCO² combo:
HORIZONTAL BALER + VALPAK BAC COMPACTOR  

Continuous loading:  manual, tipper, conveyor   
via ground or dock. 

Automatic banding, metal strapping

Model compatible with Valpak BAC

The ECO² works by combining two solutions to improve the company's internal and external logistics. The waste 
is first pre-compacted in the VALPAK BAC, located at the centre of production and close to the workstations. 
Waste handling and transportation times are reduced, which means significant economic gains for companies. 
Once filled, the bin is transported and emptied into the horizontal baler.

Environmental benefits: This combination enables the density of the bales obtained to be increased by 20%. 
More waste per bale = less transport = reduction of CO² emissions 

Data sheet

KG
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Roller compactor
TECHROLL

OPERATING PRINCIPLE 

The stationary compactor roller is designed 
for crushing and compacting waste and raw 
materials to reduce your transport and costs. 
A motor-driven roller crushes and distributes the 
waste in open skips.

RESULTS

Automatic operating cycle

Average skip weight: 6 tonnes

Reduced waste transport:
Up to a fivefold reduction 

Waste types: wooden pallets, crates, 
hard plastics, wooden boxes, cores, pallet 
boxes, etc

VideoProduct data sheet

TECHNICAL DATA

Automatic shaft lubrication

5.5 kW motorisation

For use with min. 30 m3 open skips.
Container length 7 m

Stop adjustable in both directions 

8.14

2.
88

3.
54

6.
60

4.74

https://www.youtube.com/watch?v=9yCF1bB1TrU
https://www.canva.com/design/DAGpfGe_xOA/atcTZy07xTHO_TqiagUMPg/view?utm_content=DAGpfGe_xOA&utm_campaign=designshare&utm_medium=link2&utm_source=uniquelinks&utlId=h8c9071ac1a
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Valpak
BAG FOR COMPACTOR

Covers suitable for all types of waste with a proven 
technical formulation and an optimised flap 
guaranteeing a more hermetic closure.

Reusable up to 10 times, this 
big bag with opening bottom 
(via a sliding link system) 
can be emptied into an 
open skip or into a hydraulic 
compactor.

The kraft cover strengthens 
your environmental 
commitment. Must be 
used and stored in a dry 
environment, with a simple 
VALPAK® compactor layout.

Order or request information: housses@alter-val.com
Always in stock; dispatched within 24 hours, no delay.

REFERENCES

OTHER SOLUTIONS

Installation tutorial 

TECHNICAL DATA

Non-stick opening

100% recyclable

Maximum 25 kg roll.
(complies with MSD regulations)

ACCESSORIES
ADVANTAGESADVANTAGES

3B
Ideal for

Cardboard and plastic 
Thick cardboard

Crates 
7B1
7B

Big bags Kraft

https://www.youtube.com/watch?v=EsgfYnZhBp4
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Baler
STRAPPING 

ADVANTAGES

This strapping is suitable for all types of baler.  
Made in France, it offers excellent quality. It can 
also be used for traditional strapping.

TECHNICAL DATA

Packaged in cartons of 4 or 8 reels.

Textile strapping always in stock
Other reference available: metal strapping

Valpak
CONFORMER

PERFORATED MACRO BAGS 

Order or request information: housses@alter-val.com

TECHNICAL DATA

5 rows of perforations to remove air 
and facilitate compression

Available in rolls of 150 bags

23µ (microns) bag
Capacity: 400 litres

ADVANTAGES

Its multiple perforations allow it to be efficiently compressed in a baler or optimally compacted in a VALPAK®. 

The conformer makes it possible to secure the pallet 
inside the Valpak compactor in order to limit any 
movement. It forms the waste bale to facilitate its 
extraction in a clean environment, with no waste on 
the ground. It limits overflows and the risk of cover 
perforation.

TECHNICAL DATA

3 mm thick steel 

Available for two pallet formats:
 800 X 1200 or 1000 X 1200

ADVANTAGES

RAL 9010 epoxy paint (Pure white) 

FILVAL 2059
LENGTH
250 M
250 M
550 M
350 M
300 M

THICKNESS
9 mm
13 mm
13 mm
16 mm
19 mm

RESISTANCE
260 kg
260 kg
364 kg
468 kg
546 kg

FILVAL 2513
FILVAL 5013
FILVAL 3516
FILVAL 3019
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Valpak BAC
REINFORCED 1000 L BIN MANUAL BALER

Suitable for low-volume plastic, packaging 
paper and light cardboard waste. 

With no electrical or hydraulic elements, 
it does not require a power supply or 
maintenance.

Equipped with castors for easy movement

This mesh trolley with indentations allows any waste to be emptied. It is easy to handle and can be transported 
manually, by a lift truck, towed by a drawbar/towbar or inverted by a tipper. Stackable when empty, it offers 
significant space savings in storage, while maintaining a useable volume equivalent to that of a 1000 L bin or  
a conventional container.

TECHNICAL DATA

Reinforcement plate/belt and forklift 
pockets.

4 reinforced 12 km/h wheels, including  
2 wheel with directional lock. 

Can be moved manually by tilting forks, 
pallet truck or stacker. 

Weight when empty: 110 kg
Payload: 200 kg

L1370 X D1038 X H1325  
Useable volume 1 m³

DIN 30700 side trunnion arms

TECHNICAL DATA

Weight: 95 kg

Bale weight: 40 kg

L810 X D735 X H1280 mm

TECHNICAL DATA
L1400 X P1100 X H1200 mm
Useable volume: 0.96 m3 

Weight when empty: 130 kg Max load 300 kg

Forklift pockets 
Trolley can be inverted by trunnions 
(DIN 30700)

4 reinforced 12 km/h wheels, including 2 wheel 
with directional lock.

ADVANTAGES

BACKY
ALTERVAL EXCLUSIVE Patented system

Made in France 
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DESIGN OFFICE
Creativity combined with Technical Expertise

• Feasibility study
• Layout plan for compactors in the 
customer’s environment
• 3D representations
• Production plan 
• Adaptation of additional options for 
workstation optimisation
• Material replacement study

MATERIAL REPLACEMENT STUDY 

3D REPRESENTATION
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...and a Research and 
Development cell

• Design of new projects, special machines
• Innovations and technical improvements on existing 
machines
• Bringing installations up to standard according to 
current safety rules
• Patents  

SPECIFIC COMPACTOR PROJECTION

TECHNICAL IMPROVEMENT

Our Design Office works continuously on safety standards and rules applicable to compactors but also on machine 
ergonomics, a point which has become essential for the well-being of users.
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BOTH a Design Office...
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QHSE/CSR
Prevention on every level

...to civic commitment

Fully aware of the current environmental, social 
and economic stakes, ALTERVAL has been 
integrating Corporate Social Responsibility (CSR) 
into the heart of its strategy for several years. This  
cross-functional approach is based on concrete 
actions involving all departments, with the objective 
of sustainable, ethical and efficient development. 
 
ALTERVAL acts in particular to limit its environmental 
impact by promoting the upgrading and sustainability 
of its equipment. The company also implements 
responsible practices: waste sorting, packaging 
reduction, logistics optimisation, selection of local or 
eco-committed suppliers.

ALTERVAL goes further!

In 2016, we implemented an initiative: 
1 compactor installed = 1 tree planted 

The projects supported by this initiative have several 
objectives:
 
• Improvement and diversification of local  
populations' income 
• Combating climate change 
• Carbon storage 
• Soil preservation and water purification 

ALTERVAL is committed to supporting actions in 
favour of biodiversity and climate.

SERVICES

From qualitative commitment...

In order to make its equipment and processes as 
reliable as possible, ALTERVAL has a QHSE division, 
in direct and permanent contact with the other 
departments. 

Main objectives:

• Systematic control of each piece of equipment 
when it leaves our factor.y.
• Verification of more than 50 checkpoints.
• Protection and safety of our employees according 
to the regulations in force.
• Taking into account feedback from customers, 
suppliers or internal employees. 
• Search for solutions/actions to be implemented to 
improve our services.
• Drafting of prevention plans to ensure the safety 
of our technicians.

This support from our teams makes it possible to 
continuously improve the satisfaction of our users. 
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Services 
TECHNICAL SERVICE

ALTERVAL has a NATIONAL and INTERNATIONAL 
maintenance network.

WHAT WE DO:

• Commissioning and user training 
• Transfer and movement of machines
• Periodic general visits and preventive actions 
• Customer service line from 6 am to 6 pm
• Call-out within 48-72 hours in France
• Spare parts on multipoint remote stock 
• Maintenance and servicing contract

Contact: sav@alter-val.com 

Tel. +33 2 35 10 44 10

ALTERVAL’s technicians and subcontractors receive 
training (CACES, NA/NZ electrical and security 
qualifications) to meet all the specific needs of our 
customers and the changing standards of the field.

• More than 1100 machines under maintenance

• A fleet of geolocated trucks equipped for all repairs
 
• Dedicated employees to answer telephone repairs 
and organise our technicians’ schedules

Contact: export@alter-val.com

Benelux contact: 

INTERNATIONAL

Since 2005, the compactors market has extended beyond 
French borders. ALTERVAL has expanded around the world 
and has a network of agents and subcontractors throughout 
Overseas France and in over 10 countries: Spain, Germany. 
Italy, Switzerland, Finland and more.… ALTERVAL deploys its 
portfolio of sustainable solutions to address issues related to 
waste sorting management.

Germany is managed directly by ALTERVAL, with support from 
its bilingual sales advisor. Technical services are provided by 
local contractors, in order to carry out mandatory maintenance, 
such as that required under German UVV safety regulations. 

ALTERVAL opened its first Belgian subsidiary in 2021.

Objective: to respond more easily to requests from 
Belgium, Luxembourg and the Netherlands.

WHEREVER YOU NEED US 

Tel. +32 (0)59 27 08 00
Email: info@altervalbenelux.com

https://www.linkedin.com/company/alterval-benelux/
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Network of agents and subcontractors

Presence of rotary compactors
VALPAK® 

AUDIT RENTAL
Thanks to a ALTERVAL’s own rental park, a long-term 
rental service of up to 60 months is available to our 
customers.

• ALTERVAL also offers short-term rentals to meet  
a temporary need, such as the increased use of wooden 
crates during the summer period

• Rental includes a preventive maintenance service

Nearly 800 machines are currently being rented

ALTERVAL carries out FREE diagnostic testing to 
determine and recommend our most suitable technical 
solution within your structure.

• Analysis of flow, generated waste, and internal and 
external logistics

• Analysis of existing (or planned) recycling stations

• Cost analysis and identification streamlining sources

ALTERVAL proves the profitability of its solutions through 
the free availability of adapted equipment for 15 days on 
site (except for specific installations)

MUCH MORE THAN AN ECONOMIC PARTNER
We support you at every stage of your environmental commitment
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