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User guide

6 m² footprint: ideal for installation
at the point of waste production.

Continuous loading.
A light indicates when the bale is full.

Protection against MSDs.
(less handling)

Silent machine: <65 decibels

Compatible with VALPAK®

Compatible  with VALPAK® BAC

Integrated autonomous anti-jam system

Automatic start-up
via a photoelectric cell.

Load height adjustable to 3 positions

SHREDDER

3. Automatic start-up of 
the shredder

2. Load your boxes
through the sleeve

1. Large flat cardboard box 
or pallet cover 4. Compaction in VALPAK®

For Valpak® rotary compactor



LOADING CHUTE

Direct the waste to the shredder
LONGER HANDLE

Load large flat cardboard
CONVEYOR

Automate loading

Technical data

400V three-phase
Type D curve Weight of Valpak + shredder: 1750 kgKGKGKG

2.50 X2.35 X 2.80 m
in operation
Transport height 2.4 m

Types of waste

Some special loading methods 

Cardboard Dividers Pallet cap Large flat 
cardboard box

flat POS 
advertising

2.2 kW motor
(Programmable power controller)

3B Cardboard
Thick cardboard

REF

7B1

SHREDDER
For Valpak® rotary compactor

Ideal for

ALTERVAL goes further

SAS with a capital of 1,000,000 euros / VAT FR 51 802 651 539 / LE HAVRE TRADE REGISTER 802 651 539 /APE 3320 A

Consumables
Covers suitable for all types of waste with a proven
technical formulation and an optimised flap
guaranteeing a more hermetic closure.


