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User guide

6.6 m² footprint: ideal for installation
at the point of waste production.

Control box included on the conveyor

Continuous and adjustable loading

Protection against MSDs.
(less handling)

Silent machine: <65 decibels

Compatible with VALPAK®

Compatible with VALPAK® BAC

Nature of the belt: ribbed (green food-
grade belt, with cleats... on request)

Automatic start-up
via a photoelectric cell.

Load height adjustable to 3 positions 
(between 0.9m and 1.35m)

Self-supporting CONVEYOR

3. Load automatically
2. Throw away your 

boxes
without even folding them

1. Example of waste:
formed cardboard 4. Compact your waste

For Valpak® rotary compactor



DOUBLE CONVEYOR

Equitable distribution
LONG CONVEYOR

facilitate loading

Technical data

2.46 X 2.69 X 2.80 m
in operation
Transport height 2.4 m

Conveyor belt speed: 5 metres/minute
Speed variator possible1312 KGKGKGKG

Types of waste

Some installations

Tetra PakPlasticCarboard Polystyrene Tube / container Bulk / scrap

3B
REF

7B1

Self-supporting CONVEYOR
For Valpak® rotary compactor

Cardboard / Plastic
Thick cardboard

Ideal for

ALTERVAL goes further

SAS with a capital of 1,000,000 euros / VAT FR 51 802 651 539 / LE HAVRE TRADE REGISTER 802 651 539 /APE 3320 A

Consumables
Covers suitable for all types of waste with a proven
technical formulation and an optimised flap
guaranteeing a more hermetic closure.

400V three-phase
Type D curve


