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VALPABOX®
Rotary compactor

User guide

10-foot or 20-foot container

Continuous loading
A light indicates when the bale is full

Protection against MSDs
(less handling)

Silent machine: <65 decibels

When using: 

Customised layout

The Valpabox can be installed in places 
accessible to the public (street markets or 
festivals).

Automatic start-up
via a photoelectric cell

3. Valpak compactor 
fixed to the floor of the 

container

2. Loading by  
‘crane’ 

(4 anchors for strapping)

1. Loading by Ampliroll 
 (only for 20-foot containers)

4. Aluminium ramp 
included

Patented system
Jams are handled automatically without
operator intervention.



VALPABOX®
Rotary compactor

Information for the 20-foot container
400V three-phase 
remote and secure

400V three-phase 
remote and secure

KGKGKG

Information for the 10-foot 

Total weight with 3 Valpak + IBC tank: approx. 
7 tonnes  

Length of the ramp when unfolded: 3 m.

KGKGKG Total weight with Valpak: 2.5 tonnes Direct water supply (secured outside the 
container) or 100L tank

8.1

3

1.5 4.9

3

0.9

ALTERVAL goes further
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Consumables

3B
Ideal for

Cardboard and plastic
Thick cardboard

REF

7B1

Covers suitable for all types of waste with a proven
technical formulation and an optimised flap
guaranteeing a more hermetic closure.

Crates 7B


