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VALPAK® INOX

3.5 m² footprint: ideal for installation
at the point of waste production

Continuous loading
A light indicates when the bale is full

Protection against MSDs
(less handling)

Silent machine: <65 decibels

Improved handling efficiency
No need to fold or flatten waste

Automatic start-up
via a photoelectric cell

Corrosion-resistant stainless steel, easy 
to clean, suitable for clean environments

Patented system
Jams are handled automatically without
operator intervention.

User guide
3. Rotary head

compaction
2. Load cardboard 

without folding
1. Fit the cover 4. Extract the bale

Rotary compactor - stainless steel



Technical data

Tetra Pak PlasticCardboard Polystyrene Tube / container

Tetra Pak
7B1
009B

3B
Ideal forREF

2.46 X 1.45 X 2.42 m
in operation
Transport  height 2.42 m

400V three-phase 
Type D curve

Spray: water tank or
supplied direct via
solenoid valve.

KGKGKG 1200 KG

Types of waste

Some options 
Shredder

For flat cardboard
WeighingSelf-supporting conveyor

Facilitates loading
1.60 m foldable hopper

Ergonomic for small spaces Knowing the weight of the 
bales

ALTERVAL goes further
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Consumables
Covers suitable for all types of waste with a proven
technical formulation and an optimised flap
guaranteeing a more hermetic closure.

Cardboard and plastic
Thick cardboard

VALPAK® INOX
Rotary compactor - stainless steel


