CAV INJ ALTERVAL

Screw compactor

D@ Manual loading via bin lifter, conveyor,
chute, from ground or dock

Silent machine: <65 decibels

Dures | ()

\J One universal adaptor plate for all boxes

Types Of WaSte @3’? Reduced transport:

£.70 8-tonne box of cardboard
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Cardboard Plastic General waste Wood

Operating principle

The screw conveyor, driven by a gear motor, shreds and conveys the waste to the compaction box. An automatic

clearing system ensures a smooth supply of waste ahead of the screw conveyor to avoid jamming or bridging
issues.

User guide

1. Compaction box 2. Box removal by ampliroll truck only 3. Replacement with an empty box

contact@alter-val.com




C AV INJ AL TERVAL

Screw compactor

Loading methods

Bin lifter Trolley loading Bypass system Internal conveyor loading

With reinforced bin With rotating forks Continuous intensive flow Automatic flow
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Dimensions of the screw compactor only Example of screw compactor with front hopper + 30 m3 box
©

- — 2 types of screw compactor:
S g - .5tonnes 11 kW (manual loading only)
SUU i ree=pliEss « Bl (handling trolley: minimum 4 tonnes)

== 22 kW (tipper loading)

Emptying the box ALTERVAL goes further
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After compaction, a 30 m® box can weigh up to 8 tonnes,
which is 3 times more than with a hydraulic compactor with cylinders.
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