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Types of waste

VERTICAL BALER
Baler

Advantages 
Designed for low speeds, the vertical baler works 
with manual loading and adapts perfectly to low 
waste volumes. The bales obtained are secured 
with banding. Unloading is manual or
automatic depending on the model.

Cardboard Plastic film Bottles Cans Drums Big bags

Drum press

User guide

Before

1.Installing the banding 3. Extraction of the bale

After

2. Loading waste 4. Result



ALTERVAL goes further

Consumables This strapping is suitable for all types of balers. 
Manufactured in France, it offers excellent quality. 
It can also be used as traditional strapping.

Packaged in cartons of 4 or 8 reels

Always in stock

Textile strapping always in stock
Other reference available: metal strapping

FILVAL 2059
LENGTH
250 M
250 M
550 M
350 M
300 M

THICKNESS
9 mm
13 mm
13 mm
16 mm
19 mm

RESISTANCE
260 kg
260 kg
364 kg
468 kg
546 kg

FILVAL 2513
FILVAL 5013
FILVAL 3516
FILVAL 3019

ALTER 60 ALTER 75 ALTER 150 ALTER 300 ALTER 500

3.35x1.5x1.25 m 3.35x1.65x1.25 m2.7x1.52x1.2 m2.31x1.03x0.705 m1.99x1.03x0.67 m

2.38 m 2.38 m1.92 m2.31 m1.99 m 

400 V  
(three-phase without neutral

4 kW 16A

400 V  
(three-phase without neutral

4 kW 16A

230 V 
Single-phase

2.2 kW 13 A

230 V 
Single-phase

1.5 kW 13 A

230 V 
Single-phase

1.5 kW 13 A

≤ 300 kg

50 sec

4 reels
13 mm

0.95x1.25x0.8

≤ 500 kg

50 sec

4 reels
16 mm

1.17x1.25x1.1

≤ 150 kg

34 sec

3 reels
13 mm

0.5x0.97x0.8

≤ 75 kg

24 sec

2 reels
9mm

0.605x0.7x0.5

≤ 60 kg

24 sec

2 reels
9mm

0.474x0.7x0.5
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DIMENSIONS 
HxLxP

LOADING OPENING
HxWxD (metres)

BANDING

CYCLE TIME

MOTOR
POWER SUPPLY

BALE WEIGHT

TRANSPORT
HEIGHT

VERTICAL BALER
NON-EXHAUSTIVE RANGE
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VERTICAL BALER
Baler


